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General Data  

 

Manufacturer:   

 

 

 

Power connection:  

   

Power consumption:  

Waste heat:    

Noise level:    

Total weight:   

Dimensions (WxDxH):  

 

 

Ambient conditions during 

operation   

 

Height above sea level: 

Temperature:    

Relative humidity:   

 

Place of installation: 

Degree of pollution: 

  

 

Internal compressed air 

system  

 

Required air volume:   

Maximum pressure: 

Working pressure: 

Optional:  

 

 

SARSTEDT AG & Co. KG 

Sarstedtstrasse 1  

51588 Nümbrecht 

 

115 V / 230 V, ± 10%   

50 Hz / 60 Hz, ± 1%  

max. 1.5 kVA   

< 0.5 KW 

< 70 dB(A)   

ca. 658 kg   

3471 x 905 x 1530 mm 

 

 

 

 

 

< 2,000 m 

+ 15 °C to + 30 °C  

max. 80%, non- 

condensing 

inside building 

2   

 

 

 

 

 

max. 50 l/min   

8 bar 

5,5 - 6 bar 

Central compressed air 

supply usable  

 

   

Sample throughput: 

 

BL Module 

Width: 

Depth: 

Height: 

Weight: 

Load capacity: 

 

IO Module 1 

Width: 

Depth: 

Height: 

Weight: 

Sorting capacity: 

Drawers:  

 

IO Module 2 

Width: 

Depth: 

Height: 

Weight: 

Sorting capacity: 

Drawers: 

 

SC Module 

Width: 

Depth: 

Height: 

Weight: 

 

Track 1600 

Width: 

Depth: 

Height: 

Weight: 

 

Optional Modules 

Gel-Check: 

 

Sample loading: 

Sample sending: 

up to 1200 tubes/h 

 

 

880 mm 

760 mm 

1530 mm 

ca. 200 kg 

up to 600 sample tubes 

 

 

870 mm 

760 mm 

1530 mm 

ca. 146 kg 

up to 600 sample tubes 

1-fold, 2-fold, or 3-fold 

for more than 70 rack types 

 

870 mm 

760 mm 

1530 mm 

ca. 115 kg 

up to 600 sample tubes 

1-fold, 2-fold, or 3-fold 

for more than 70 rack types 

 

851 mm 

905 mm 

1530 mm 

ca. 170 kg 

 

 

1600 mm 

80 mm 

330 mm 

ca. 27 kg 

 

 

Detection of the centrifugation status for  

gel tubes 

Tempus1800® Connection module 

Tempus1800® Fero module 

 


