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General data 

 

Manufacturer:   

 

 

 

Power connection:  

   

Power consumption:  

Waste heat:    

Noise level:    

Total weight:   

Dimensions (WxDxH): 

  

 

 

Ambient conditions during 

operation   

 

Height above sea level: 

Temperature:    

Relative humidity:   

 

Place of installation: 

Degree of pollution: 

  

  

 

 

SARSTEDT AG & Co. KG 

Sarstedtstrasse 1  

51588 Nümbrecht 

 

115 V / 230 V, ± 10%   

50 Hz / 60 Hz, ± 1%  

max. 400 VA   

< 130 W 

< 70 dB(A)   

ca. 200 kg   

1700 x 1100 x 1500 mm 

 

 

 

 

 

< 2,000 m 

+ 15 °C to + 30 °C  

max. 80%, non- 

condensing 

inside building 

2   

 

 

 

 

 

 

Sample throughput: 

 

Plate magazine 

Capacity: 

Compatible Petri Dishes:  

 

Label printer 

Primary printer: 

 

Secondary printer: 

 

Labels 

For primary printer: 

 

 

 

 

For secondary printer: 

 

Aplicator 

Vertical aplicator: 

alternative 

Horizontal aplicator: 

 

 

Stacker Unit 

Plate stacker: 

 

Optional modules 

PTS: 

 

up to 700 Petri Dishes/h 

 

 

15 Stacks, 40 Petri Dishes each 

90mm standard format 

 

 

Direct thermal printer with despenser 

 

Tabletop direct thermal printer  

 

 

With vertical aplicator 

78 x 10 mm or 50 x 10 mm 

With horizontal aplicator 

only 50 x 10 mm  

 

78 x 10 mm or 50 x 10 mm 

 

 

Barcode label is attached to the 

bottom of the plate  

Barcode label is attached to the edge 

of the plate 

 

 

up to 18 plates per stack 

 

 

Petri Dish Transfer System 

(see seperate data sheet) 

    

 

 


