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Petri Dish Transfer System (PTS) – Data Sheet 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

General Data  

 

Manufacturer:   

 

 

 

Power connection:  

     

Noise level:    

Total weight:   

 

Dimensions (WxDxH): 

  

 

 

Ambient conditions during 

operation   

 

Height above sea level: 

Temperature:    

Relative humidity:   

 

Place of installation: 

Degree of pollution: 

  

 

Technical preconditions 

 

The PTS is usable only in 

connection with a POS720/2 

 

The shown table and the 

POS720/2 are not part of the 

PTS system 

 

 

 

SARSTEDT AG & Co. KG 

Sarstedtstrasse 1  

51588 Nümbrecht 

 

Power is supplied by  

POS 720/2 

< 70 dB(A)   

Depending on amount of 

track modules 

1007 x 220 x 832 mm 

per track module 

 

 

 

 

 

< 2,000 m 

+ 15 °C to + 30 °C  

max. 80%, non- 

condensing 

inside building 

2   

 

 

 

  

Throughput: 

 

Specifications 

 

Compatible Petri 

Dishes: 

 

Turnout: 

 

 

Work place printer: 

 

Up to 700 Petri Dishes/h 

 

 

 

 

90mm standard format 

 

Up to 7 turnouts for maximum 7  

work places 

 

One desktop printer per workstation 

can be controlled via the POS 720/2 

    

 


