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The compact sorter for pre- and post-analytical phases

FLEX 900

Identify - Open - Seal - Sort - Send
With the fully automatic FLEX 900 specimen sorter, you can optimise your workflow with fast and precise 
specimen management in the smallest of spaces. With a footprint of 85 x 125 cm, the FLEX 900 fits into 
nearly any laboratory set up. The high specimen and rack compatibility with a throughput of up to 700 
tubes per hour enable maximum throughput speeds in your laboratory. A Tempus1800® sending station 
(Fero module) can be integrated as an option. This allows tubes to be sent to different areas of the 
laboratory. There is no need to manually transport the tubes.

Compact and flexible
	■ Modules for identifying specimens as well as decapping and 

recapping with stoppers or screw caps can be combined to 
meet your requirements.

	■ The FLEX 900 provides all functions on a footprint of 
around one square meter. This makes this system the ideal 
solution for your specimen preparation, even in confined 
spaces. 

	■ The modular concept allows a module to be retrofitted at  
a later date to adapt to your laboratory processes.

Fast and accessible
	■ The FLEX 900 allows an impressive throughput of up to 

700 specimens per hour in a small space.

	■ The intuitive user interface enables simple and efficient 
operation, reduces training requirements and minimises  
the risk of operating errors
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Technical data
	■ Load capacity: 

max. 600 specimens

	■ Throughput: 
up to 700 specimens/h

	■ Tube types (without cap): 
Length 65 – 102 mm, 
diameter 11 – 16 mm

	■ Dimensions (W x D x H): 
85 x 125 x 165 cm 
112 x 125 x 165 cm  
incl. swiveling touch panel PC

Process optimised
	■ Error-free specimen processing:  

The integrated camera and barcode scanner ensure reliable 
and error-free entry of specimens into the laboratory 
information system (LIS). This minimises the risk of 
needlestick injuries.

	■ Flexible and precise specimen handling:  
Thanks to the option of selectively opening and resealing 
specimens and sorting them according to fixed criteria or 
specific LIS orders, the system adapts optimally to your 
various requirements in everyday laboratory work and 
automates these otherwise manual process steps.

	■ High flexibility in the workflow:  
With up to 8 configurable running programs and rack 
layouts, the FLEX 900 offers maximum flexibility for 
different daily routines, enabling efficient use of the device.

	■ Hygienic work environment:  
Specimen caps are automatically and hygienically disposed 
of in an integrated or external waste container, maintaining 
a clean and safe working environment.

	■ Safe, versatile specimen storage:  
The specimens are sealed with universal archiving plugs 
for tube diameters from 13 to 16 mm, which guarantees 
secure archiving of different tube sizes and relieves your 
employees.

	■ Expandable functionalities:  
An optional recapper module for screw caps enables the 
sealing of 13 mm or 15 mm SARSTEDT tubes in order to 
prepare the tubes quickly and securely for sending and 
long-term archiving.

	■ Efficient specimen transport:  
With the optional Tempus1800® Fero module, specimens 
can be efficiently sent directly from the device to remote 
laboratory areas, which considerably simplifies and speeds 
up the workflow in the laboratory.

AUTOMATE YOUR 
PRE-ANALYTICS
	 Specimen identification

	 Decapping

	 Recapping

	 Specimen sorting

	 Sending specimens via the  
Tempus1800®
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If you have any questions,
we’ll be happy to help!
Visit our website:  
www.sarstedt.com

SARSTEDT AG & Co. KG
Sarstedtstraße 1
D-51588 Nümbrecht

Phone: +49 2293 305 0

export@sarstedt.com
www.sarstedt.com


